PA-049 Variable Height Wooden Closure

Standard Drawings Folder

6" X 6" COLUMN

I 0
112
ﬁa@% o_uﬁmn i 5" BETWEEN 2" X 8" (MIN.) PLANKS
COLUMNS
-4 (L0D SDE)
_ i i i .“ i | i i i .“
R e I 1 — » ENDWALL
_U_LPZ <_ m<< 4" X 8" COLUMN BOLTED TO
FLAN VIEW _— 6" X 8" WITH %" DIA. X 12°
6" X 8" COLUMN _L\_ CARRIAGE BOLTS AT 18" O.C.
- R ENTRANCE RAMP
CONCRETE WALL OPTIONS: 6" X 6" AND 6" X 8" COLUMNS
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SPECIAL REINFORCEMENT.)
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STEEL ANGLE CHART
12'-0" DEPTH FROM GATE TOP ANGLE SIZE REQUIRED
ELEVATION 0" 10 11" NO STEEL ANGLES REQUIRED
== 11" 70 33" VERTICAL ANGLES ONLY
(COLUMNS NOT SHOWN) - - - -
NOTES: 33" 10 77 IX3X1/2
1. INSTALL ANGLES TO PLANKS WITH 1/2" DIA. X 5" 5. ADD HOLES OR HOOKS TO VERTICAL ANGLES TO ALLOW 77" 70 121 5" X 3-1/2" X 1/2" (5" oum)

MACHINE BOLTS WITH WASHER AND NUT.

2. ALL COLUMNS ARE SET 4' INTO THE GROUND
WITH 3000 PSI CONCRETE; MIN. 6" ALL AROUND.

3. ALL WOOD SHALL BE PRESSURE TREATED PER

SPECIFICATION.

4. ALL METAL SHALL BE GALVANIZED OR PAINTED 7.

PER SPECIFICATION.

FOR LIFTING OF COMPLETE PANEL, OR VERTICAL ANGLES

CAN BE UNBOLTED AND REMOVED TO ALLOW FOR MANUAL

REMOVAL OF INDIVIDUAL PLANKS.

6. FOR IMPROVED WATERTIGHTNESS: USE CAULK AND/OR
SHIP-LAP OR TONGUE AND GROGVE PLANKS; USE

RUBBER STRIPS ON FLOOR AND 6" X 8" COLUMNS

AND VERTICAL ANGLES.

PROVIDE 1/2" WASHERS OR SHIMS BETWEEN PLANKS
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